Skirt
Systems
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BAM Conveyor Products specialize in the manufacture of a comprehensive range of
high quality conveyor accessories and polyurethane components. Our engineering
and manufacturing expertise, delivers world-class conveyor solutions that are built
to withstand the harshest conditions.
Our focus is on high performance, low maintenance products to ensure we deliver our clients solutions that
improve plant availability, reduce downtime and minimize maintenance expenditure.
BAM Conveyor Products have developed a diverse and market leading
range of skirt systems to suit all applications and
provide protection to your conveyor system.

Proven Performance
Quality Product
Flexibility in Design
On-time Delivery
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WHY
In mining operations, materials handling constitutes a major component of
production costs. Conveyors play a central role in the operations processing,
storage and transportation of materials. It is essential that they operate
efficiently with maximum availability and with a minimum of down-time.
When operating a conveyor system, product losses due to spillage around a
transfer point will occur if not correctly retained. This spillage will impact on the
environment, equipment life and increase site hazards and operational costs.
By understanding the product being conveyed, we are able to design solutions
that will deliver significant improvements to your conveyor performance.
WHERE
It is best practice to install a skirt system complete with a removable wear liner, structural mounting plate and a sealing
element on every transfer point along the conveyor. The skirt system needs to be designed to ensure that its length is
adequate to retain and settle the product while it is in transition from one conveyor to another.

HOW
An effective skirt system comprises of a steel skirt plate, wear liner and a dust sealing mechanism. The steel skirt plate
is designed to mount the wear liner and sealing mechanism. The wear liner is designed to control and direct active
product through transition until it settles in the trough of the outgoing conveyor belt. The sealing mechanisms only
function is to retain dust within the transfer point.
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BAM Conveyor Products deliver world-class products manufactured
from 304 grade stainless steel to withstand the harshest conditions. Our
high performing products are designed to minimize the costs associated
with the total ownership of the plant without compromising performance.
TUFFCLAMP SKIRT SYSTEM
TuffClamp skirting is manufactured and supplied in 1m (40”) lengths that can
be retro fitted directly to existing or as part of a new steel skirt plate. The
design of this system ensures flexibility when installing.
The position of the mounting brackets are able to be adjusted to accommodate
any obstructions. The acme thread on the mounting assembly ensures simple
access for the adjustment or replacement of the rubber or polyurethane skirt.
The clamp bar within our system is positively retained eliminating any risk of
the clamp bar coming into contact with the belt.
The system is able to accommodate skirt material from 10mm (3/8”) through
to 19mm (3/4”) thick and is available in both standard and low profile design.
All components are manufactured from 304 grade stainless steel.
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TuffClamp Skirt System

Skirt Material
RUBBER SKIRT
Our range of Orange 45 and Ruby 40 are a high
grade rubber skirt. Manufactured from natural
rubber compounds, these materials provide
exceptional wear, tear and cut resistance. Both are
supplied in 15.2m(50ft) lengths to minimize waste
and ensure the item can be safely handled. The skirt
is available in the below widths and thicknesses.

Thickness mm (inches)
10mm (3/8)
12mm (1/2)
19mm (3/4)
25mm (1)

Widths mm (inches)
•

•
•

All thicknesses are available in
any size between 100mm (4) and
305mm (12)
Custom widths available
on request
Can be supplied with a bevelled
or square cut edge

POLYURETHANE SKIRT
Our range of 65 shore A durometer polyurethane
skirt is available in various widths and thicknesses
to suit most applications. Polyurethane skirt is
cut into standard roll lengths of 30m(100ft) to
ensure that it can be safely handled. Investing in
high quality Polyurethane skirt delivers superior
performance in wear and longevity, reducing
maintenance cost over time.

Width mm (inches)

Thickness mm (inches)

100mm (4)

12mm (1/2)

150mm (6)

12mm (1/2)

200mm (8)

12mm (1/2)

150mm (6)

15mm (5/8)

TRIPLE AND ULTRA SEAL SKIRT

Triple Seal Skirt

Our range of Triple and Ultra seal skirt is manufactured from high quality
natural rubber. They provide excellent containment of material at conveyor
load points where dust and fines are a problem. They are available in
15.2m(50ft) rolls to minimize waste and to ensure they can be safely
handled.

DUAL SEAL SKIRT

Dual Seal Skirt

Our range of Dual Seal Skirt if manufactured from high quality natural
rubber, with polyurethane sealing and wear edges. This ensures the life of
the skirt is maximized and provides an exceptional containment of material
at conveyor load points where dust and fines are a problem. It is available in
15.2m(50ft) rolls to maximize waste and to ensure it can be safely handled.
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Installation
Guides

RUBY 40

ORANGE 45

ULTRA SEAL

TRIPLE SEAL
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SKIRT SYSTEMS

SKIRT SYSTEMS
TUFFCLAMP
SKIRT INSTALLATION GUIDE
SKIRT SYSTEMS

150mm (5 7/8")

150mm (5 7/8")
150mm (5 7/8")

190 (7 3/8")

190 (7 3/8")
228mm (9")

228mm (9")

100mm (3 1/8")

190 (7 3/8")

228mm (9")

Standard TuffClamp Skirt System

100mm (3 1/8")
139mm (4 7/8")

100mm (3 1/8")

162mm ( 6 3/8")

139mm (4 7/8")

162mm ( 6 3/8")

162mm ( 6 3/8")

139mm (4 7/8")

Low Profile TuffClamp Skirt System

Variable - 600mm (23 5/8") as a guide

Variable - 600mm (23 5/8") as a guide

Variable - 600mm (23 5/8") as a guide

950mm ( 37 3/8")
950mm ( 37 3/8")

950mm ( 37 3/8")
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MK T-BR-TS6-USA-1802

DISTRIBUTED BY

BAM Conveyor Products are the licensed manufacturer and distributor of TS Global products throughout North America.
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2801 US Highway 17, Richmond Hill, GA 31324
PHONE 912 756-1801 • EMAIL info@bamconveyor.com • WEB www.bamconveyor.com

